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Abstract: The two-dimensional laminar natural convective transient flow characteristics in a differentially heated air-filled 

tall cavity with gradual heating are investigated both experimentally and numerically for various parameters such as Rayleigh 

number and temperature difference. Experimental computations are performed for temperature difference varying from (∆T = 

5°C) to (∆T = 23°C) while the Rayleigh number varies from (Ra = 2929) to (Ra =11772) to cover a wide range of the flow 

field inside the cavity. The results show that as the Rayleigh number increases the flow becomes unstable. Also, the flow 

characteristics are observed to be multi-cellular and time variant especially at high Rayleigh numbers. Moreover, numerical 

computations are performed to compare with the experimental results. 
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1. Introduction 

Natural convection flow and heat transfer in cavities or 

enclosures has been extensively studied in past decades 

regarding the numerous applications in several industrial 

fields. Examples include electronic devices cooling, 

lubrication technologies, food processing, float glass 

production, flow and heat transfer in solar ponds, 

thermal-hydraulics of nuclear reactors and solar collectors. 

Natural convection flows are particularly difficult to control 

because they depend on various factors such as the geometry, 

fluid thermo-physical properties etc. [1-2]. A huge amount of 

studies were presented in the literature especially regarding 

cavities with different shapes and boundary conditions. 

While the numerical methods allowed a complete description 

of the flow and thermal fields inside the cavity, it was still 
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limited to find a complete experimental analysis of the cavity 

in the available literature, especially which were treated with 

tall cavities. For more details about natural convection in 

cavities with various conditions, an extensive literature 

review has been done by Fusegi and Hyun [3] and Khalifa 

[4-5], considering spatial and temporal variations of thermal 

boundary conditions, variable properties effects and 

multi-dimensionalities. Turner and Flack [6] performed 

experimental measurements of natural convective heat 

transfer in rectangular enclosure with concentrated energy 

sources. They analyzed the temperature field in it through a 

Wallaston prism Schlieren interferometer. Fills and 

Poulikakos [7] performed an experimental study of natural 

convection in a parallelepiped enclosure induced by a single 

vertical wall. The upper half of this wall was warm while the 

lower half was cold. The other enclosure walls were 

considered insulated. The temperature and flow 

measurements were performed in the high Rayleigh number 

regime (1010 < Ra < 5 x 1010) by using water as working 

fluid. The flow field featured two flat cells, one filled with 

warm fluid along the top horizontal wall, and the other filled 

with cold fluid along the bottom horizontal wall. Tanasawa [8] 

presented some experimental techniques in natural 

convection heat transfer. The techniques were mostly related 

flow visualization, temperature field, and heat flux 

distribution in fluids. Three topics were presented, the first 

being natural convection in a horizontal rectangular liquid 

layer driven by surface tension and buoyancy. The second 

topic was the onset of oscillatory convection in the 

Czochralski growth melt. The third topic was the rollover of 

double liquid layers that were stratified stably due to a 

density difference. He emphasized the importance of visual 

observation in the investigation of natural convection 

phenomena. Ramos and Milanez [9] performed experimental 

and numerical investigations of the natural convection in 

cavities heated from below by a heat source, which dissipated 

energy at a constant rate. Salat et al. [10] investigated 

experimentally and numerically the turbulent natural 

convection flow in a differentially heated cavity of height (H 

= 1 m), width (W = H) and depth (D = 0.32H), submitted to a 

temperature difference between the active vertical walls 

equals to 15 K resulting in a characteristic Rayleigh number 

equals to (1.5 x 109). Numerical simulations were performed 

for both adiabatic conditions and experimentally measured 

temperature on the horizontal walls. Bae and Hyun [11] 

carried out a numerical study of the transient convection in 

rectangular and elongated cavities with a hot wall composed 

by three heated bands. They presented the temperature 

evolution for Rayleigh number in the range 105–107 and the 

analysis of the inner flow through the streamlines and 

temperature distribution as a function of the dimensionless 

time. Laguerre et al. [12] carried out an experiment using a 

refrigerator model in which heat was transferred by natural 

convection between a cold vertical wall and the other walls, 

which were exposed to heat losses. The air temperature 

profile in the boundary layers and in the central zone of the 

empty refrigerator model was investigated. Temperature 

stratification in the vertical direction was observed with the 

cold zone at the bottom and warm zone at the top of the 

cavity. Corvaro and Paroncini [13] performed a numerical 

and experimental analysis to study the natural convection 

heat transfer in a square cavity heated from below and cooled 

by the sidewalls. The enclosure was filled with air and a 

discrete heater was mounted on its lower surface. The air 

temperature distribution and the Nusselt numbers at different 

Rayleigh numbers were measured by a holographic 

interferometry and the double-exposure technique. A 2D 

particle image velocimetry (PIV) was utilized to measure the 

velocity fields at the same Rayleigh numbers. Experimental 

and numerical correlations were determined for each position 

analyzed to connect the Rayleigh numbers with the Nusselt 

numbers. Laguerre et al. [14] performed an experiment using 

a refrigerator model in which heat was transferred by natural 

convection. This transfer occurred between a cold vertical 

wall and the other walls, which were exposed to heat losses. 

The air velocity measurements were undertaken using a 

Particle Image Velocimetry (PIV). Circular airflow was 

observed in the cavity where air moved downward along the 

cold wall and upward along the other walls. It was found that 

the influence of the cold wall temperature on the air velocity 

was more significant than the surface area. Corvaro and 

Paroncini [15] provided an experimental analysis of the 

natural convection in a differentially heated side square 

enclosure. The cavity was full of air and was heated by a hot 

wall. The effect of the position of this source on the dynamic 

structures generated by the natural convection heat transfer 

was analyzed at the steady state and under laminar conditions. 

The experimental apparatus was a 2D-PIV system while the 

experimental data consisted of vector maps, velocity maps 

and streamlines at different Rayleigh numbers. During their 

study the presences of two small vortexes was noticed on the 

upper surface of the source and were dependent both on the 

Rayleigh numbers and on the position of the heater. Jeng et al. 

[16] performed both experiments and numerical works to 

study transient natural convection flow and transport process 

due to mass transfer in inclined enclosures. In the 

experiments, the enclosure was filled with aqueous solution 

where the flow structure was visualized by both particle 

tracer and shadowgraph. Two opposed sidewalls of the 

enclosure were maintained at different concentrations while 

the other sidewalls were considered insulated and 

impermeable to the species transfer. During the experiments, 

the Rayleigh number ranges from 1.126 x 108 to 1.157 x 

1011, the angles of inclination from 30 to 90° and the 

enclosure aspects ratio from 0.6 to 1. Corvaro et al. [17] 

presented a PIV and Holographic interferometry measuring 

on natural convection in a square enclosure filled with air. 

Two temperatures (cold and hot) were applied on the vertical 

sides of the enclosure. Tests involved three different 

configurations, with the hot part in the middle of one wall, 

and the cold part at the bottom, in the middle or at the top of 

the opposite wall. For each configuration measurements were 

performed with different temperatures of the hot wall. 

Velocity maps, streamlines maps and interferograms were 
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presented. Results showed that the configuration with the 

cold part at the top of the wall produced the fastest dynamic 

field and the highest Nusselt number. Saury et al. [18] built 

and instrumented large-scale experimental setup which 

consisted in a 4 m-high cavity with a horizontal cross-section 

equals to (0.86×1.00 m²). Two opposite vertical walls were 

heated and cooled down while the other walls (lateral walls, 

ceiling and floor) were made of insulating medium covered 

with a thin and low-emissivity film designed to minimize 

radiative effects into the cavity. The temperatures of active 

walls were imposed, constant and equally distributed around 

the ambient temperature in order to reduce heat losses. The 

temperature difference between the hot and cold walls was 

chosen to respect the Boussinesq approximation. Under the 

considered assumptions, Rayleigh number values up to 

1.2×1011 (∆T=20 °C) could be obtained. Also, the airflow 

inside the cavity was analyzed and the Nusselt number along 

the hot and the cold wall was presented. Another useful 

researches have been conducted about this subject under 

different conditions can be found in [19–26]. Multi-cellular 

flows in two-dimensional high aspect ratio cavities, such as 

those encountered in insulated glazing units, are the main 

focus of the present work. To the best knowledge of the 

authors and depending on the previous literature review, 

there are a few researches deals with the experimental 

investigation of transient natural convection in a 

two-dimensional differentially heated air-filled elongated 

cavity. The focus in most experimental and computational 

work is on small aspect ratio cavity. The main purpose of the 

present work is limited to vertical air filled tall cavities. 

Therefore, this work is a good attempt to fill this gap and 

deals with this restricted subject.  

 

2. Experimental Apparatus 

2.1. Experimental Arrangement 

The experimental model designed for the study of natural 

convection is described in this section. Experiments were 

made in order to study the flow in a vertical geometry 

(differentially heated vertical cavity). The design 

requirements are: 

1- A high aspect ratio; 

2- Leave a transparent space in order to visualize the flow;  

3- A perfect seal which allows working with different 

fluids; 

4- The two vertical cavity walls are perfectly isothermal 

while the other walls are adiabatic. 

A schematic diagram of the experimental apparatus is 

presented in Fig.1. The vertical right and left walls of the 

cavity are composed from two aluminum plates of (60 cm) 

long and (30 cm) wide (with an effective length of 29.5 cm). 

The distance between the two walls is (1.9 cm), so the aspect 

ratio is about 15.5. Each vertical walls (differentially heated 

walls) is composed of two plates, the first is Plexiglas with a 

thickness of (1cm) and the other is Aluminum (Al Cu 4mg Si) 

characterized by a thermal conductivity k = 134 W/ m. K at 

(25 ° C) with a thickness of (2 cm). These two walls are 

protected by an insulator which has a thickness of (2 cm) in 

order to limit the heat exchange with the external 

environment. The differentially heated walls create buoyancy 

driven convection inside the cavity. To be sure to have fully 

isothermal walls, a thermal regulation by thermostated baths 

is used. Several channels were milled on the two aluminum 

walls in order to circulate constant temperature water 

provided by the thermostated baths. For each wall, there are 

two collectors which allow a fair supply of water in the 

different channels. 

 

Figure 1. Schematic of the experimental setup. 

1 : Fluid outlet manifold 

2 : Fluid inlet manifold 

3 : Nozzles supply 

4 : Thermocouples 

5 : Flexible connector 

6 : Aluminum plates 

7 : The grooves on the aluminum plates 

8 : Insulation 

9 : Plexiglas 

10 : Cavity 
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2.2. Thermal Regulation of the Installation 

As mentioned above the thermal regulation is done by 

thermostated baths to ensure a constant temperature of each 

of the aluminum plates. The grooves in each of the two walls, 

allow the circulation of the heat transfer fluid. To have a 

differentially heated cavity we use two thermostated baths, 

one for controlling the temperature of the cold water and the 

other for the hot water. These thermostated baths have the 

following characteristics:-  

1- Volume: 40 liters. 

2- Materials: (1 cm) layer of Plexiglas and an insulation 

layer of (2 cm). 

3- Thermo-regulator: POLYSTAT CC2 nominal power 

(2000 W). 

4- Flow: Between (7-10 liters / minute). 

5- Temperature: From ambient to 200°C. 

6- Precision error: ± 0.1 °C. 

In order to verify the uniformity of the temperature field in 

both aluminum walls, 13 type-T thermocouples are 

implemented on each of these walls as shown in Fig.1. 

Moreover, to be able to measure the internal temperature of 

the plates accurately, these thermocouples are placed at a 

distance of (1 mm) from the internal surface. The acquisition 

of the temperatures is carried out using a data logger (SCB 

68 Mio-16 E) Series which is capable of managing up until 

16 thermocouples simultaneously. The data logger is 

connected to a computer and has the following advantages: 

1- Ability to choose and select the acquisition frequency 

from data management software. 

2- It has a storage capacity of more than 10 000 

measurements. 

The flow visualization is made using a camera-type TM 

1300, with a resolution of (1280 x 1340) and a frequency of 

12 frames per second. To view the central plane of the cavity, 

a laser generator and an optical system consisting of a plane 

mirror and a semi-cylindrical lens whose aim is to produce a 

thin laser plane were used. Before the start of the 

thermostated baths that will create differentially heated walls, 

the Smoke (considered as a tracer) which allows the 

visualization of the flow at the central plane of the cavity is 

introduced.The steps of visualization are as follows:  

1- Introduction of the smoke into the cavity. 

2- Adjustment of the laser plane with the central plane of 

the cavity. 

3- Adjustment and positioning of the camera. 

4- Starting of thermostated baths and acquisition board. 

5- Waiting for steady state, then begins recording data. 

The temperature of the cold thermostatic bath is 

maintained at 30°C, while the temperature of the hot wall is 

gradually raised to the desired set point. Indeed, the heating 

of the bath is done first without external circulation of the 

regulate fluid and when the desired temperature is reached 

the pump turns on. Fig. 2 shows a real picture of the 

experimental apparatus, while Fig. 3 shows a schematic 

diagram of the measuring instruments and data acquisition. 

 

Figure 2. Real picture of the experimental apparatus. 

3. Mathematical Model and Numerical 

Solution 

The physical system consists of a rectangular enclosure 

with H/W =15 as aspect ratio and with uniform imposed 

temperatures along the left and right vertical walls. The top 

and bottom of the enclosure are assumed to be adiabatic. 

It is assumed that the flow in the system is laminar with 

no-slip conditions at the walls, the physical properties are 

constant, and the Boussinesq approximation is valid.  

The stream function-vorticity formulation is used to 

express the governing equations for the laminar and unsteady 

state natural convection: 

Scaling length, velocity and time by W , / Wα and 
2 /W α , and defining dimensionless temperature as 

( ) ( )' ' / ' 'c h cT T T T T= − − , the governing equations in 

dimensionless stream function-vorticity form are: 

Vorticity 

2 2

2 2
Pr  Pr

T
u v Ra

t x y xx y

ω ω ω ω ω  ∂ ∂ ∂ ∂ ∂ ∂+ + = + +  ∂ ∂ ∂ ∂∂ ∂   
 (1) 

Energy 

2 2

2 2

T T T T T
u v

t x y x y

  ∂ ∂ ∂ ∂ ∂+ + = +  ∂ ∂ ∂ ∂ ∂   
 (2) 

Kinematics 

2 2

2 2
x y

ω  ∂ Ψ ∂ Ψ= − + ∂ ∂ 
              (3) 

The foregoing dimensionless parameters are given as 

follows: 

Pr
f

f

ν
α

=  and 

3. . .

.

f

f f

g T W
Ra

β
ν α

∆
=

 

The associated initial and boundary conditions for the 

problem considered are: 
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For 0t ≤ : 

0T
x y

ω ∂Ψ ∂Ψ= Ψ = = = =
∂ ∂

 (everywhere) 

For 0t > : 

On the vertical left wall(x=0): 0T
x

∂ΨΨ = = =
∂

 ; 1T =  

On the vertical right wall(x=1): 0T
x

∂ΨΨ = = =
∂

 ; 

On the horizontal walls: 0
T

y y

∂Ψ ∂Ψ = = =
∂ ∂

; 

Experimental studies often report the wave number (α ) 

based on the wavelength (λ) of the cells or vortices which is 

given by: 

2 /α π λ=                 (4) 

The mathematical model described above was written into 

a FORTRAN program. The control volume finite difference 

method is used to discretize governing equations [1-4]. The 

central-difference scheme is used for treating convective 

terms while the fully implicit procedure is used to discretize 

the temporal derivatives. The grids are considered uniform in 

all directions with additional nodes on boundaries. The 

successive relaxation iteration scheme is used to solve the 

resulting non-linear algebraic equations. The time step (10
-5

) 

and spatial mesh (21x301) are utilized to carry out all the 

numerical tests. The solution is considered acceptable when 

the following convergence criterion is satisfied for each step 

of time:  

1
1,2,3

1 5
max

max 10
max

n n

i i n n

i in
i i

T T
ψ ψ

ψ

−
− −

−
+ − ≤∑     (5) 

4. Results and Discussion 

Figure 4 shows the variation of walls temperatures with 

time for three different temperature difference which are 

respectively (∆T = 5°C), (∆T = 10°C) and (∆T = 15°C). It is 

observed that the temperatures increase when the time 

increases until it reach the steady state regime after about (80 

min). Moreover, it can be noticed also from the same figure, 

that the temperature increases when the temperature 

difference increases from (∆T = 5°C) to (∆T = 15°C). Figures 

5 and 6 present the flow patterns produced experimentally 

after flow visualizations for various temperature variations 

which are (∆T = 5°C), (∆T = 10°C), (∆T = 10.5°C) and (∆T = 

11°C) and Rayleigh number varies as (Ra = 2929), (Ra = 

5635), (Ra = 5889) and (Ra = 6147) [Fig. 5] and (∆T = 

11.5°C), (∆T = 12°C), (∆T = 12.5°C) and (∆T = 13°C) while 

Rayleigh number varies as (Ra = 6397), (Ra = 6651), (Ra = 

6904) and (Ra = 7153) [Fig. 6]. It can be observed the 

generation of convection vortices and its intensity increases 

as the Rayleigh number increases due to the significant effect 

of convection when the Rayleigh number increases. When 

buoyancy force becomes greater than the viscous force, the 

natural convection in the tall cavity becomes dominating. 

Due to the buoyancy force, the flow pattern begins to move 

from the hot cavity sidewall and then arrives to the adiabatic 

upper wall. After that, the flow pattern moves towards the 

other cold cavity sidewall and finally reaches the adiabatic 

lower wall. This motion leads to generate the convection 

rotating vortices which depend on the motion of air due to 

the differentially heated sidewalls. When the Rayleigh 

number is low (Ra = 2929) as shown in Fig. 5, the flow is 

laminar, slowly ascending near the hot wall and slowly 

descending near the cold wall. The flow circulation is poor 

due to the slight effect of convection currents at low Rayleigh 

number. In this case, no fluctuations are observed, meaning 

that the flow is unicellular. But, as the Rayleigh number 

increases, the vortices become strong and can be clearly 

visible especially at (Ra = 7153). Furthermore, the vortices 

begin to elongate vertically inside the cavity zone as the 

Rayleigh number increases The air circulation inside the 

cavity is highly dependent on Rayleigh number where a 

circulation flow region of high intensity can be observed 

adjacent to the hot wall and tries to push the air towards the 

cavity core. Moreover, it can be noticed that the nature of the 

flow instability changes with increasing temperature 

difference. Figures 7, 8 and 9 present respectively the 

sequence of the flow growth produced experimentally inside 

the cavity after flow visualizations for Ra = 7402 

(∆T=13.5°C), Ra = 8141 (∆T=15°C) and Ra=11772 

(∆T=23°C). The results show that for Rayleigh numbers 

below Ra = 7402 (∆T = 13.5°C) the flow pattern is 

permanent and approximately wavy. Also, a clear 

deformation can be detected in the core vortices. For 

Rayleigh numbers higher than 11772 (∆T=23°C) the flow 

pattern becomes unstable and no reverse transition can be 

observed. For further increasing in the Rayleigh number, the 

regularity of the oscillations is destroyed and the 

multi-cellular laminar flow being fully established, before 

becoming turbulent. It is interesting to mention that most 

authors observe a cat-eye pattern in flow for high aspect 

ratios or high form factor (H > 12) that then transitions to a 

traveling wave instability. In this work, the cat-eye pattern 

occurred as expected and becomes traveling waves for Ra 

=11772.This observation gives a good verification of the 

measured results. Figure 10 shows the numerical results of 

flow field contours inside the cavity for gradual heating at 

H=15.5, Pr = 0.7 for various Rayleigh number ranging from 

Ra = 7000 to Ra = 25000. It can be noticed from the figure 

that as the Rayleigh number increases the core of vortices 

increases due to the significant effect of natural convection 

and begin to deform and move towards the central part of the 

cavity. Furthermore, it can be concluded from this figure that 

the flow vortices shape becomes non-monotonic as the 

Rayleigh number increases. In addition, it can be observed 

from Fig. 10, that there is a space region in the core of the 

cavity. This is due to the stagnant or low fluid velocity. From 

the other hand, the numerical results show that the flow is 

carried out from the hot wall towards the cold one along the 

upper horizontal plate. This prediction agrees with the 

experimental results. Moreover, it can be observed from Fig. 

10, the existence of the multi-cellular flow called secondary 

flow. It is useful to mention that the linear stability analyses 

predict a row of co-rotating secondary cells as indicated in 
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Pons [27]. 

The secondary cells are long in the vertical direction and 

small in the horizontal direction. The advantages of the 

secondary cells are to reduce the friction effect in the core of 

the cavity; reduces the boundary layers against the vertical 

walls, and to re-circulate the fluid inside the cavity. Therefore, 

the numerical results are very necessary to verify the 

experimental results for cavities with a high aspect ratio. 

Figure 11 is presented to show the wave length of the 

vortices which is required for experimental studies. This 

figure shows that the size of the secondary cells can be 

measured as the vertical center distance between adjacent 

cells.  

 

Optical diffraction 

Plane of Light 

Argon Laser 
Mirror 

PC 
Acquisition board 

Thermocouples 

Camera 

PC 

Cold wall 

Hot wall 

 

Figure 3. Schematic of the measuring instruments and data acquisition. 
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∆T=5 C° 

 

∆T=10 C° 

 

∆T=15 C° 

Figure 4. Variation of walls temperatures with time. 
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Figure 5. Flow patterns for different temperature difference and Rayleigh 

number. 

 

Figure 6. Flow patterns for different temperature difference and Rayleigh 

number. 
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Figure 7. Sequence of flow growth inside the cavity for Ra = 7402 (∆T=13.5 °C). 
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Figure 8. Flow growth inside the cavity for Ra=8141 (∆T=15°). 
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Figure 9. Flow growth inside the cavity for Ra=11772 (∆T=23°C). 
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Figure 10. Numerical results of flow field contours inside the cavity for 

gradual heating at H=15.5 , Pr = 0.7 for different Rayleigh number (a) 

7000 ; (b) 7500 ; (c) 8000 ; (d) 12000 ; (e) 22000 ; (f) 25000. 

 

Figure 11. Wave lengths of the vortices. 

Table 1 shows a comparison of wave number (α ) between 

the experimental data of the present work and the results of 

Le Quéré [28] for a cavity of form factor (H = 16). The 

comparison is presented for two, three and four cells 

respectively. It can be observed an acceptable agreement 

between the present results and Le Quéré [28] results. 

Furthermore, it is observes that the difference between the 

present results and Le Quéré [28] results decreases as the cell 

number increases. The reason of this phenomenon can be go 

back to the friction effect in the core of the cavity and this 

effect decreases gradually as the number of cells increases 

and begin to grow. Table 2 shows the variation of the wave 

number computed experimentally and numerically according 

to Rayleigh number, for different temperature differences. It 

can be shown that the wave numbers increase as the Rayleigh 

number increases.  

Table 1. Comparison of wave numbers between the experimental data of the 

present work and the results of Le Quéré [28]. 

Cells Number 4 cells 3 cells 2 cells 

2 /α π λ=  
Le Quéré [28] 2.78 2.14 1.59 

Present Results 2.79 2.67 1.71 

Table 2. Variation of the wave number according to Rayleigh number. 

Experimental Results 

Ra (∆T) 6651 (12 C°) 6904 (12,5 C°) 7153 (13 C°) 

2 /α π λ=  1.76  2.22  2.3  

Numerical Results 

Ra 6651 6904 7153 

2 /α π λ=  1.84  2.34  2.77  

5. Conclusions 

As indicated above, the main aim of this work is to present 

the effects of Rayleigh number and temperature difference on 

flow field pattern in a two-dimensional transient flow in a 

differentially heated air-filled tall cavity. Some important 

findings can be drawn from the studied work as: 

� The temperature increases when the time increases until 

it reaches the steady state. 

� The convection circulation intensity increases as the 

Rayleigh number increases. In addition, the vortices are 

clearly elongated vertically inside the cavity zone. 

� The results show that for Rayleigh numbers below Ra = 

7402 (∆T = 13.5°C), the flow pattern is permanent and 

approximately wavy. 

� For Rayleigh numbers higher than 11772 (∆T=23°C), 

the flow pattern becomes unstable and no reverse 

transition is observed. 

� The number of flow vortices increase as the Rayleigh 

number increases. 

� For high aspect ratios the flow characteristics are 

observed to be multi-cellular, have a sinusoidal profile 

and time variant. 

� The nature of the flow instability changes with 
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increasing the temperature difference. 

� When the Rayleigh number increases to about 6000, the 

flow becomes multi-cellular. Also, the transition to 

turbulent flow occurs at higher values of Rayleigh 

number. 

� The direction of secondary cell movement is generally 

random. 

Nomenclature 

Cp Specific heat at constant pressure (kJ / kg. °C)  

G Gravitational acceleration (m/s
2
) 

H Cavity aspect ratio 

k Thermal conductivity (W/ m. K) 

L Cavity length (m) 

Pr Prandtl number 

Ra Rayleigh number 

t Time 

T Temperature (°C) 

Tr Reference temperature (°C) 

u Horizontal velocity component (m/sec) 

v Vertical velocity component (m/sec) 

w Cavity width (m)  

x,Cartesian coordinates (m) 

Greek symbols 

α  Wave number  

β  Coefficient of thermal expansion (K
-1

)  

ρ  Density (kg/m
3
)  

µ  Dynamic viscosity (kg /m.s) 

λ Wave length of the vortices  

∆T Temperature difference  

Subscripts 

h hot 

c cold 
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